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Standard

Water vapour trasmission Sd EN 13859-1 m 0,070

35 ± 3N/25mmAFERA 5001Adhesive force

N/5cm 240 ± 15%

% 35,0 ± 5%

Tensile strength
elongation

EN 13859-1

Unit Stik Tolerance

Accessories

TECHNICAL DATA

Adhesive tape

PHYSICAL CHARACTERISTICS Standard

mm 0,65 ± 15%

m 25
Thickness
Length

EN 1849-2

Width mm 60
gray/greenColour

Unit Stik ToleranceTECHNICAL CHARACTERISTICS

-20 / +70
°C +5 / +40

N 160 ± 15%

Months 4
Laceration to the nail
UV resistance

Temperature resistance (tack permanence)
Recommended application temperature

EN 13859-1

Isolgomma Srl, Via dell'Artigianato Z.I., 36020 Albettone (VI), tel. 0444790781, fax 0444790784, tecservice@isolgomma.com, www.isolgomma.com

Stik

Adhesive jointing tape made of waterproof non-woven anti-stretching. Supplied in

rolls 60 mm x 25 m.

Remove the protective film and seal the joints of the rolls, wall panels and Profyle

without prior notice. This document is the property of ISOLGOMMA and all rights are therefore reserved.
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INSTALLATION INSTRUCTIONS

EN 13859-1

°C


